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Platinum™ Series X400 Controller

Technical Specifications

Inputs
Thermocouple J, K, L, S, T, Maximum lead resistance

100 ohms for rated accuracy
RTD Platinum 2- and 3-wire, 100 ohms at 

0°C, DIN curve standard (0.00385)
Linear U-5 mV/10-50 mV, 0-20 mA/4-20 mA
Display Scalable -1999 to 9999

Outputs
0 = OP1 = Relay SPST relay N.O., 2 A/250 V~, or 

4/A/120 V~ (for resistive loads),
OP2 = Logic SPST relay N.O., 2 A/250 V~, or 

4/A/120 V~ (for resistive loads)
OP3 = Triac SPST relay N.O., 2 A/250 V~, or 

4/A/120 V~ (for resistive loads)
OP2 = Logic not isolated: 5 V~, ±10%, 30 mA max

(control only)

Alarm Type
(Configurable through output operating mode – see manual)

Mechanical Characteristics
Display Dual 4 digit LED display
Numeric Range -1999 to 9999
Front Panel Rating IP65
Front Panel Cutout 45 mm x 96 mm
Connections Screw terminal

Specifications subject to change without notice

Operating Limits
Ambient Temperature 32°F to 131°F (0°C to 55°C)
Relative Humidity Tolerance 5-95%, noncondensing
Power 100-240 Vac, 24 Vac/Vdc 
Power Consumption 1.6 W max

Performance
Accuracy 0.25% ± 1 digit (T/C and RTD) 

0.1% ± 1 digit (mA* and mV) 
Setpoint Resolution 1.0 count/0.1 count
Repeatability ± 1.0 count
Temperature Stability 2 µ V/°C
Process Sampling 0.5 sec
Digital Filtering Adjustable 1-30 sec

Control Characteristics
Setpoint Limits Span of sensor
Alarms Adjustable for high/low;

selectable for process deviation
Proportional Band 0.5 to 999.9%
Integral 0.1 to 100.0 min
Derivative 0.1 to 10.00 min
Cycle Time 1 to 200 sec
Control Hysteresis 0.1 to 10.0%
Dead band Span of sensor
(Output at 1 & 2)
Auto-Tune Operator initiated from front panel
Manual Control Operator initiated from front panel

Control Alarms Retransmission
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