Mineral Insulated (Alumina) Metal Sheathed Thermocouples |

B. J. WOLFE ENTERPRISES, INC.

(818) 889-8412, (800) 554-1224, Fax (818) 889-8417
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“MC” Series with Miniature Size Compensated Plug and Jack
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Thermocouple Type ~ Sheath Material Sheath O.D. \ Junction Length

Enter | Description Enter | Description Enter | Description Enter Description Sheath Length

J Iron/Constantan SS 304 Stainless Steel 010 | 0.010 G Grounded Specify in Inches

K CHROMEL®/ALUMEL® IN Inconel 600 010 0.020 U Ungrounded

T Copper/Constantan 1S 310 Stainless Steel 032 0.032 (1/32) E Exposed

E CHROMEL®/Constantan 6S 316 Stainless Steel 040 0.040
R/S* | Platinum/Rhodium TA* | Tantalum 16 0.062 (1/16)

C* Tungsten/Rhenium MN* | Monel 18 0.125 (1/8)

*Non-standard or exotic item, please check with BJWE for price and delivery.

High Temperature Connectors are available. All high temperature connectors are color coded red and rated to 800°F (425°C)
continuous, 1000°F (540°C) intermittent. Specify by adding the prefix “H”.

“AS” Series with Wafer Head and Screw Terminals
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A S
Sheath O.D. /
E-.063" H-.188"
G—_125" 250"
Cold End Termination
Sheath O Material
.063 Glass Cloth/Phenolic
A 125 250°F (121°C)
1 1/8" dia X 7/16" Thick
125 Glass Cloth/Silicon
B* .188 350°F (177°C)
250 1" dia x 4" Thick
125 Ceramic
C .188 1000°F (538°C)
250 1 1/8" dia x 5/8" Thick
*Not available in dual element.

Fittings
0 None
8 1/8" Male NPT Thread
4 1/4" Male NPT Thread

Consult for additional fittings.

Calibration E T K N T

STD Limits E J K N T

Special 2 3 4 5 8
Junction Grounded Ungrounded Exposed
Single G U E
Dual, Common H \% F
Dual, Isolated - ' D

Sheath Length “L”

Whole Inches 01" to 99" (6" Increments Standard)
Fractional Inches, Metric Length and Lengths
Over 99", Please Consult

Sheath Material

A 304 Stainless Steel
Inconel 600

Q
F 316 Stainless Steel
D 310 Stainless Steel

Termination directly to sheath allows
quick hook-up and disassembly

CHROMEL® and ALUMEL® trademarks of Hopkins Manufacturing Company
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